
» Motor Pulley, Stud Drive 

» Motor Stand, Knock-Out System, Rolling Key, 

» Fly Wheel (Load Wheel) Guard, Geared Guard.

» Housing with Gun Metal Bearing and Bushings.

» Electric Motor and ‘V’ Belts.

» Slide Adjustment Spanner

» Two Hand Push Button 

» Electrical Control Panel Box (O�, Inch, Single and

  Continuous Stroke)

» Foot Switch

» Manual Lubrication System

» Stroke Counter

» Feeder and De-coiler

» Manual or Auto Lubrication System.

» Die Cushion

» Two Hand Operated Push Button.

Capacity

Crank Shaft Diameter

Stroke Adjustment

Ram Face Size (R x F)

Hole In Ram

Hole In Bed

Bed Size (LR x FB)

Daylight Gap (DG)

Throat Depth (TD)

Stroke Length (SL)

Shut Height (SH)

Stroke Per Minute

Working Height (WH)

Load Wheel Diameter

Motor Pulley Diameter

Air Pressure

Pneumatic Clutch

Motor Power

20 Ton

130

10 to 76

305 x 127

32

89

510 x 305

300

152

76

224

55

755

508

100

6 BAR

200 KPM

2 HP

30 Ton

140

10 to 89

350 x 165

38

102

560 x 380

365

190

89

276

50

755

610

125

6 BAR

200 KPM

3 HP

50 Ton

165

10 to 101

393 x 197

51

127

660 x 407

405

204

101

304

45

790

715

125

6 BAR

300 KPM

5 HP

Model No. ACPN-20 ACPN-30 ACPN-50

'C’ TYPE PNEUMATIC POWER PRESS MACHINE'C’ TYPE PNEUMATIC POWER PRESS MACHINE

» ALL DIMENSIONS ARE IN M.M5


